
CODE MAIN DIMENSIONS STATIC LOAD 

Antislip
Description 

A B D F G H1 Lbs. 

11491 M16X100 31 100 80 20 M16 22 134 6740 

11495 M16X150 31 150 80 20 M16 22 184 6740 

11499 M16X200 31 200 80 20 M16 22 234 6740 

11539 M20X100 31 100 80 24 M20 22 134 7865 

11543 M20X150 31 150 80 24 M20 22 184 7865 

11547 M20X200 31 200 80 24 M20 22 234 7865 

11549 M20X225 31 225 80 24 M20 22 260 7865 

11539/24 M24X100 31 100 80 24 M24 22 134 8990 

11543/24 M24X150 31 150 80 24 M24 22 184 8990 

11547/24 M24X200 31 200 80 24 M24 22 234 8990 

11549/24 M24X225 31 225 80 24 M24 22 260 8990 

YELLOW PAINTED STEEL BASE (80mm/3.15in) 

WITH FIXED STEEL SCREW - HEAVY LOADS-

Yellow painted steel base. Leveling mount supplied with non-skid plate in NBR rubber 70 
shore. Galvanized steel screw. The leveling mount can be supplied with steel nut upon 
request.

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



YELLOW PAINTED STEEL BASE (100mm/3.9in) 

WITH FIXED STEEL SCREW - HEAVY LOADS-

11587 M16X100 33 100 100 24 M16 23 136 7865 

11591 M16X150 33 150 100 24 M16 23 186 7865 

11595 M16X200 33 200 100 24 M16 23 236 7865 

11643 M20X100 33 100 100 24 M20 23 136 8990 

11647 M20X150 33 150 100 24 M20 23 186 8990 

11651 M20X200 33 200 100 24 M20 23 236 8990 

11655 M20X250 33 250 100 24 M20 23 286 8990 

11699 M24X100 33 100 100 24 M24 23 136 10115 

11703 M24X150 33 150 100 24 M24 23 186 10115 

11707 M24X200 33 200 100 24 M24 23 236 10115 

11711 M24X250 33 250 100 24 M24 23 286 10115 

CODE MAIN DIMENSIONS STATIC LOAD 

Antislip
Description 

A B D F G H1 Lbs. 

Yellow painted steel base. Leveling mount supplied with non-skid plate in NBR rubber 70 
shore. Galvanized steel screw. The leveling mount can be supplied with steel nut upon 
request.

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



11755 M20X100 33 100 120 24 M20 23 136 10115 

11759 M20X150 33 150 120 24 M20 23 186 10115 

11763 M20X200 33 200 120 24 M20 23 236 10115 

11767 M20X250 33 250 120 24 M20 23 286 10115 

11811 M24X100 33 100 120 24 M24 23 136 11240 

11815 M24X150 33 150 120 24 M24 23 186 11240 

11819 M24X200 33 200 120 24 M24 23 236 11240 

11823 M24X250 33 250 120 24 M24 23 286 11240 

11867 M30X100 33 100 120 30 M30 23 136 13485 

11871 M30X150 33 150 120 30 M30 23 186 13485 

11875 M30X200 33 200 120 30 M30 23 236 13485 

11879 M30X250 33 250 120 30 M30 23 286 13485 

YELLOW PAINTED STEEL BASE (120mm/4.7in) 

WITH FIXED STEEL SCREW - HEAVY LOADS-

CODE MAIN DIMENSIONS STATIC LOAD 

Antislip
Description 

A B D F G H1 Lbs. 

Yellow painted steel base. Leveling mount supplied with non-skid plate in NBR rubber 70 
shore. Galvanized steel screw. The leveling mount can be supplied with steel nut upon 
request.

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



11923 M20X100 36 100 159 24 M20 26 139 11240 

11927 M20X150 36 150 159 24 M20 26 189 11240 

11931 M20X200 36 200 159 24 M20 26 239 11240 

11935 M20X250 36 250 159 24 M20 26 289 11240 

11979 M24X100 36 100 159 24 M24 26 139 13485 

11983 M24X150 36 150 159 24 M24 26 189 13485 

11987 M24X200 36 200 159 24 M24 26 239 13485 

11991 M24X250 36 250 159 24 M24 26 289 13485 

12035 M30X100 36 100 159 30 M30 26 139 15735 

12039 M30X150 36 150 159 30 M30 26 189 15735 

12043 M30X200 36 200 159 30 M30 26 239 15735 

12047 M30X250 36 250 159 30 M30 26 289 15735 

YELLOW PAINTED STEEL BASE (159mm/6.25in) 

WITH FIXED STEEL SCREW - HEAVY LOADS-

CODE MAIN DIMENSIONS STATIC LOAD 

Antislip
Description 

A B D F G H1 Lbs. 

Yellow painted steel base. Leveling mount supplied with non-skid plate in NBR rubber 70 
shore. Galvanized steel screw. The leveling mount can be supplied with steel nut upon 
request.

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



11515 M16X100 31 100 80 20 M16 22 134 6740 

11519 M16X150 31 150 80 20 M16 22 184 6740 

11523 M16X200 31 200 80 20 M16 22 234 6740 

11563 M20X100 31 100 80 24 M20 22 134 7865 

11567 M20X150 31 150 80 24 M20 22 184 7865 

11571 M20X200 31 200 80 24 M20 22 234 7865 

11573 M20X225 31 225 80 24 M20 22 259 7865 

11563/24 M24X100 31 100 80 24 M24 22 134 8990 

11567/24 M24X150 31 150 80 24 M24 22 184 8990 

11571/24 M24X200 31 200 80 24 M24 22 234 8990 

11573/24 M24X225 31 225 80 24 M24 22 259 8990 

GALVANIZED STEEL BASE (80mm/3.15in) 
WITH FIXED STEEL SCREW - HEAVY LOADS-

CODE MAIN DIMENSIONS STATIC LOAD 

Antislip
Description 

A B D F G H1 Lbs. 

Galvanized steel base. Leveling mount supplied with  non-skid plate in NBR rubber 70 shore. 
Galvanized steel screw. The leveling mount can be s upplied with steel nut upon request.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 


