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All Threads are Standard Metric
Coarse threads as follows:

M& -1.25 M16-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14 -2.00 ™30 -3.50

UNC, UNF, and Metric Fine threads
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can be specified on all sizes.
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MAIN DIMENSIONS DYNAMIC STATIC
CODE LOAD LOAD

A B D ] — [ F | G | H Lbs Lbs
280002 28 75 ?80 8 M12 | 25 103 562 1011
280001 28 75 380 8 M12 | 25 103 562 1011
280202 28 100 380 9 M14 | 25 128 562 1011
280201 28 100 P80 9 M14 | 25 128 562 1011
280302 31 75 $100 8 M12 | 28 106 1124 2023
280301 31 75 $100 8 M12 | 28 106 1124 2023
280402 31 125 $100 9 M14 | 28 156 1124 2023
28040 31 125 $100 9 M14 | 28 156 1124 2023
280502 31 125 $100 10 Mi6 | 28 156 1124 2023
280501 31 125 $100 10 Mi6 | 28 156 1124 2023
28060Z 35 125 9120 10 Mi6 | 32 160 1348 2472
280601 35 125 $120 10 Mi6 | 32 160 1348 2472
280702 35 125 $120 13 M20 | 32 160 1348 2472
280701 35 125 $120 13 M20 | 32 160 1348 2472
280802 35 125 $120 16 M24 | 32 160 1348 2472
28080 35 125 $120 16 M24 | 32 160 1348 2472

Z = GALVANIZED STEEL | | = STAINLESS STEEL




All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 M16-2.00
M10-1.50 M™M20-2.50
M12-1.75 M™M24-3.00
M14-2.00 M™M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.



MAIN DIMENSIONS DYNAMIC STATIC

CODE LOAD LOAD
B D | »— [ F ]G] H Lbs Lbs
13180V 83 P84 8 M12 | 30 | 113 674 1348
13190V 121 ?104 9 M14 | 34 [ 155 1348 2472
13200V 125 $120 10 M16 | 37 | 162 1573 2922
13210V 128 $140 10 Mi6 | 45 | 173 1798 3596
13220V 135 $160 13 M20 | 45 | 180 2697 5620
13230V 135 $180 13 M20 | 45 | 180 3821 7868
13232V 135 3230 16 M24 | 55 [ 190 5620 11240
V = YELLOW PAINTED BASE
132402 83 P84 8 M12 | 30 [ 113 674 1348
132507 121 $104 9 M14 | 34 | 155 1348 2472
132607 125 3120 10 M16 | 37 | 162 1573 2922
132707 128 3140 10 M16 | 45 | 173 1798 3596
132807 135 $160 13 M20 | 45 | 180 2697 5620
132902 135 $180 13 M20 | 45 [ 180 3821 7868
132927 135 3230 16 M24 | 55 | 190 5620 11240
Z = GALVANIZED STEEL

133001 83 P84 8 M12 | 30 [ 113 674 1348
133101 121 $104 9 M14 | 34 [ 155 1348 2472
133201 125 3120 10 M16 | 37 | 162 1573 2922
133301 128 $140 10 M16 | 45 | 173 1798 3596
133401 135 $160 13 M20 | 45 | 180 2697 5620
133501 135 3180 13 M20 | 45 | 180 3821 7868

| = STAINLESS STEEL



All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 M16-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00

M14-2.00 M™M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.




ANTI VIBRATION BASE WITH NICHE

MAIN DIMENSIONS DYNAMIC STATIC

CODE LOAD LOAD
D G D1 Lbs Lbs
13000V P84 30 17 674 1348
13010V @104 34 19 1348 2472
13020V 8120 37 21 1573 2922
13030V @140 45 22 1798 3596
13040V @160 45 22 2697 5620
13050V $180 45 24 3821 7868

13060V 230 55 32 5620 11240

V = YELLOW PAINTED BASE

130602 P84 30 17 674 1348
130702 @104 34 19 1348 2472
130802 @120 37 21 1573 2922
130902 @140 45 22 1798 3596
131002 @160 45 22 2697 5620
131102 $180 45 24 3821 7868

13120z 230 55 32 5620 11240

Z = GALVANIZED STEEL

131201 P84 30 17 674 1348
131301 @104 34 19 1348 2472
131401 @120 37 21 1573 2922
131501 @140 45 22 1798 3596
13160! @160 45 22 2697 5620
131701 $180 45 24 3821 7868

| = STAINLESS STEEL
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All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 M16-2.00
M10-1.50 M™M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads

can be specified on all sizes.




MAIN DIMENSIONS DYNAMIC STATIC

CODE LOAD LOAD
B D | Dl | F [ 6 [ H Lbs Lbs
14020 87 @80 [ 60 8 M12X1.25 [40-50 [ 136 562 1124
14025 93 $120 | 80 9 M16X15 | 4558 | 150 899 2248
14030 125 | @g160 | 100 12 M20X1.5 |53-65| 190 2023 4496
14035 125 | @200 | 130 12 M20X15 | 69-82 | 207 3372 7868




All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 M16-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.



MAIN DIMENSIONS DYNAMIC STATIC

CODE LOAD LOAD
B D [ — F G H Lbs Lbs
14050 110 | $104 | @60 9 M14 | 4358 | 153 1348 2472
14060 110 | @123 | @60 10 M16 | 4358 | 153 1573 2922
14070 110 | @140 | @80 10 M16 | 5570 | 165 1798 3596
14080 110 | @160 | @80 13 M20 | 5570 | 165 2697 5620
14090 110 | $180 | @80 13 M20 | 5570 | 165 3821 7868




All Threads are Standard Metric

Coarse threads as follows:

M8 -1.25 Mle-2.00
M10-1.50 M™M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.
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MAIN DIMENSIONS DYNAMIC STATIC
CODE LOAD LOAD

p [ b1 | F [a——] 6 H Lbs Lbs
14000 140 [ 125 | mM12 [ 8 | 6066 110 2135 4383
14010 160 | 145 | M16 | 10 | 60-66 133 3147 6519
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& 1032 LOAD CAPACITY 10000 N & 122 LOAD CAPACITY 12000 N

& 83 LOAD CAPACITY 5000 N
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