All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 M1le-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.




MAIN DIMENSIONS STATIC

CODE DESCRIPTION LOAD

Al s D >— | F G H Lbs
25800 M10x50 29 | 50 350 14 M10 19 79 899
25802 M10x100 | 29 | 100 | @50 14 M10 19 129 899
25810 M12x50 29 | 50 350 14 M12 19 79 899
25812 M12x100 | 29 | 100 | @50 14 M12 19 129 899
25814 M12x150 | 29 | 150 | @50 14 M12 19 179 899
25820 M14x50 29 | s0 350 14 M14 19 79 899
25822 M14x100 | 29 | 100 | @50 14 M14 19 129 899
25824 M14x150 | 29 | 150 | @50 14 M14 19 179 899
25830 M16x75 29 | 75 350 16 M16 19 104 899
25832 M16x100 | 29 | 100 | @50 16 M16 19 129 899
25834 M16x150 | 29 | 150 | @50 16 M16 19 179 899
26000 M10x50 35 | 50 380 14 M10 25 85 2248
26004 M10x100 | 35 | 100 | @80 14 M10 25 135 2248
26010 M12x50 35 | 50 380 14 M12 25 85 2248
26014 M12x100 | 35 | 100 | @80 14 M12 25 135 2248
26018 M12x150 | 35 | 150 | @80 14 M12 25 185 2248
26022 M14x50 35 | 50 ? 80 14 M14 25 85 2248
26024 M14x100 | 35 | 100 | @80 14 M14 25 135 2248
26028 M14x150 | 35 | 150 | @80 14 M14 25 185 2248
26034 M16x75 35 | 75 380 16 M16 25 110 2248
26036 M16x100 | 35 | 100 | @80 16 M16 25 135 2248
26040 M16x150 | 35 | 150 | @80 16 M16 25 185 2248




All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 Ml6-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.




MAIN DIMENSIONS STATIC

CODE DESCRIPTION LOAD
Al s D P F G H Lbs

26050 M20x75 36 | 75 ? 80 20 M20 25 111 2248
26052 M20x100 | 36 | 100 | @80 20 M20 25 136 2248
26054 M20x150 | 36 | 150 | @80 20 M20 25 186 2248
26058 M20x200 | 36 | 200 | @80 20 M20 25 236 2248
26070 M24x75 36 | 75 ? 80 24 M24 25 111 2248
26072 M24x100 | 36 | 100 | @80 24 M24 25 136 2248
26076 M24x150 | 36 | 150 | @80 24 M24 25 186 2248
26080 M24x200 | 36 | 200 | @80 24 M24 25 236 2248




All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 Ml6e-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.



MAIN DIMENSIONS STATIC
CODE DESCRIPTION LOAD
A ] B D — F G H Lbs
26090 M16x75 | 37,5 | 75 | $100 16 M16 28 112,5 3372
26092 M16x100 | 37,5 | 100 | (100 16 M16 28 137,5 3372
26096 M16x150 | 37,5 | 150 | (100 16 M16 28 187,5 3372
26100 M16x200 | 37,5 | 200 | (100 16 M16 28 237,5 3372
26110 M20x75 | 385 | 75 | 100 20 M20 28 1135 3372
26112 M20x100 | 385 | 100 | (100 20 M20 28 138,5 3372
26116 M20x150 | 38,5 | 150 | (100 20 M20 28 188,5 3372
26120 M20x200 | 38,5 | 200 | (100 20 M20 28 238,5 3372
26124 M20x250 | 385 | 250 | (100 20 M20 28 288,5 3372
26130 M24x100 | 385 | 100 | (100 24 M24 28 138,5 3372
26134 M24x150 | 385 | 150 | (100 24 M24 28 188,5 3372
26140 M24x200 | 385 | 200 | (100 24 M24 28 238,5 3372
26144 M24x250 | 385 | 250 | (100 24 M24 28 288,5 3372
26150 M30x100 | 39,5 | 100 | (100 30 M30 28 139,5 3372
26154 M30x150 | 39,5 | 150 | (100 30 M30 28 189,5 3372
26158 M30x200 | 39,5 | 200 | (100 30 M30 28 239,5 3372
26162 M30x250 | 39,5 | 250 | @100 30 M30 28 289,5 3372




All Threads are Standard Metric
Coarse threads as follows:

M8 -1.25 M1l6e-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.




MAIN DIMENSIONS STATIC

CODE DESCRIPTION LOAD

A B D — F G H Lbs
26200 M16x75 | 415 | 75 $120 16 M16 32 116,5 6744
26202 M16x100 | 41,5 | 100 | (120 16 M16 32 1415 6744
26204 M16x150 | 41,5 | 150 | (120 16 M16 32 191,5 6744
26206 M16x200 | 41,5 | 200 | (120 16 M16 32 2415 6744
26210 M20x75 | 42,5 | 75 $120 20 M20 32 117,5 6744
26212 M20x100 | 42,5 | 100 | (120 20 M20 32 142,5 6744
26214 M20x150 | 42,5 | 150 | (120 20 M20 32 192,5 6744
26216 M20x200 | 42,5 | 200 | (120 20 M20 32 242,5 6744
26218 M20x250 | 42,5 | 250 | (120 20 M20 32 292,5 6744
26220 M24x100 | 42,5 | 100 | (120 24 M24 32 142,5 6744
26222 M24x150 | 42,5 | 150 | (120 24 M24 32 192,5 6744
26224 M24x200 | 42,5 | 200 | (120 24 M24 32 2425 6744
26226 M24x250 | 42,5 | 250 | (120 24 M24 32 292,5 6744
26230 M30x100 | 43,5 | 100 | (120 30 M30 32 143,5 6744
26232 M30x150 | 43,5 | 150 | (120 30 M30 32 193,5 6744
26234 M30x200 | 43,5 | 200 | @120 30 M30 32 2435 6744
26236 M30x250 | 43,5 | 250 | @120 30 M30 32 293,5 6744




All Threads are Standard Metric
Coarse threads as follows:

LR LUELLT HIHH‘!‘*‘“

M8 -1.25 M1l6-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

T LLELLT

UNC, UNF, and Metric Fine threads

can be specified on all sizes.




MAIN DIMENSIONS STATIC
CODE DESCRIPTION LOAD
A ] B D — F ]G H 1 Lbs

26000/F M10x50 35 50 [ @80 14 M0 [ 25 | 85 54 2248
26004/F M10x100 35 | 100 | @80 14 M0 | 25 | 135 | 54 2248
26010/F M12x50 35 50 | @80 14 M12 | 25 | 85 54 2248
26014/F M12x100 35 [ 100 [ @80 14 M12 | 25 | 135 [ 54 2248
26018/F M12x150 35 [ 150 | @80 14 M12 | 25 | 185 | 54 2248
26022/F M14x50 35 50 | @80 14 M4 | 25 | 85 54 2248
26024/F M14x100 35 [ 100 | @80 14 M4 | 25 | 135 | 54 2248
26028/F M14x150 35 | 150 | @80 14 M4 | 25 | 185 | 54 2248
26034/F M16x75 35 50 | #80 16 M6 | 25 | 85 54 2248
26036/F M16x100 35 [ 100 [ @80 16 M6 | 25 | 135 | 54 2248
26040/F M16x150 35 | 150 | @80 16 M6 | 25 | 185 | 54 2248
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All Threads are Standard Metric

Coarse threads as follows:

M8 -1.25
M10-1.50
M12-1.75
M14 - 2.00

UNC, UNF, and Metric Fine threads
can be specified on all sizes.

M16 - 2.00
M20 - 2.50
M24 - 3.00
M30 - 3.50



MAIN DIMENSIONS STATIC
CODE DESCRIPTION LOAD
Al B D — F [ 6] H 1 Lbs

26050/F M20x75 36 75 | @80 20 M20 | 25 | 111 | 54 | 2248
26052/F M20x100 36 | 100 | @80 20 M20 | 25 | 136 | 54 | 2248
26054/F M20x150 36 | 150 | #80 20 M20 | 25 | 186 | 54 | 2248
26058/F M20x200 36 | 200 | #80 20 M20 | 25 | 236 | 54 | 2248
26070/F M24x75 36 75| @80 24 M24 | 25 | 111 | 54 | 2248
26072/F M24x100 36 | 100 | #80 24 M24_ | 25 | 136 | 54 | 2248
26076/F M24x150 36 | 150 | #80 24 M24 | 25 | 186 | 54 | 2248
26080/F M24x200 36 | 200 | @80 24 M24 | 25 | 236 | 54 | 2248




v | ' All Threads are Standard Metric

!' Coarse threads as follows:

M8 -1.25 Mle-2.00
M10-1.50 M20-2.50
M12-1.75 M24-3.00
M14-2.00 M30-3.50

UNC, UNF, and Metric Fine threads
can be specified on all sizes.




MAIN DIMENSIONS STATIC
CODE DESCRIPTION LOAD

Al s D — F [ 6] H I Lbs
26090/F M16x75 | 37,5 | 75 | @100 16 M16 | 28 |1125| 69 | 3372
26092/F M16x100 | 37,5 | 100 | @100 16 M16 | 28 |1375| 69 | 3372
26096/F M16x150 | 37,5 | 150 | @100 16 M16 | 28 | 1875 | 69 | 3372
26100/F M16x200 | 37,5 | 200 | @100 16 M16 | 28 |2375| 69 | 3372
26110/F M20x75 | 385 | 75 | @100 20 M20 | 28 |1135| 69 | 3372
26112/F M20x100 | 385 | 100 | @100 20 M20 | 28 |1385| 69 | 3372
26116/F M20x150 | 38,5 | 150 | @100 20 M20 | 28 | 1885 | 69 | 3372
26120/F M20x200 | 385 | 200 | @100 20 M20 | 28 |2385| 69 | 3372
26124/F M20x250 | 38,5 | 250 | @100 20 M20 | 28 | 2885 | 69 | 3372
26130/F M24x100 | 385 | 100 | (100 24 M24 | 28 |1385| 69 | 3372
26134/F M24x150 | 38,5 | 150 | (100 24 M24 | 28 |1885| 69 | 3372
26140/F M24x200 | 385 | 200 | (100 24 M24 | 28 |2385| 69 | 3372
26144/F M24x250 | 38,5 | 250 | (100 24 M24_ | 28 | 2885 | 69 | 3372
26150/F M30x100 | 39,5 | 100 | @100 30 M30 | 28 |1395| 69 | 3372
26154/F M30x150 | 39,5 | 150 | @100 30 M30 | 28 | 1895 | 69 | 3372
26158/F M30x200 | 39,5 | 200 | @100 30 M30 | 28 |2395| 69 | 3372
26162/F M30x250 | 39,5 | 250 | @100 30 M30 | 28 |2895| 69 | 3372
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