GGTCO1" Series

@ All-metal multidirectional anti-vibration/shock mounts.
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.

@ Great adaptability/versatility.

@ Customized design can be done.

Materials

Cable: Stainless steel.

Retainer bars: Aluminum alloy (Anodized or Alodine).
Other materials on request.

o[ e | |
GGTC1.6-18/27/10L 18 27 0.030
GGTC1.6-20/28/10L 20 28 0.031
GGTC1.6-25/30/10L 25 30 0.032
GGTC1.6-28/33/10L 28 33 0.034
GGTC1.6-30/36/10L 30 36 0.035
GGTC1.6-33/38/10L 33 38 0.036

Order Example

GGTC1.6-25/30/10L/MB

| [=

Model Description

mensions are in mm.

Mounting_Oplions

Lo Note:
M| W Stonderd Mounting: MM
g 2e5 [ 18 | B8
205
oasa M| BO| (O

Mounting Option: MM is default option.

Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 10

Width: 30mm

Height: 25mm

Wire Rope Diameter: 1.6mm

Group: GGTC



Performances*
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* Performance characteristics given here are for reference only, please contact us for technical support.



GGTCO02 Series

@ All-metal multidirectional anti-vibration/shock mounts. Model Description
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.
@ Great adaptability/versatility.

@ Customized design can be done.

Materials

Cable: Stainless steel. <l

Retainer bars: Aluminum alloy (Anodized or Alodine). \12. ¥ . .
Other materials on request. mensions are in mm.

Mounting_Options
Height Width Weight
Mogel mm) | (mm) | (ko)

GGTC2.4-23/28/10L 23 28 0.08

GGTC2.4-25/30/10L 25 30 0.08

GGTC2.4-28/33/10L 28 33 0.08

GGTC2.4-33/38/10L 33 38 0.09

GGTC2.4-36/41/10L 36 41 0.09 95

Holes | H5 | 2196 [gg8ial Note:
GGTC2.4-38/43/10L 38 43 0.09 BN | MM Standard Mounting: NM
g 206 | 18 | 68
106
esesr) M| B[

Order Example

GGTC2.4-25/30/10L/MB

—L Mounting Option: MM is default option.
Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 10
Width: 30mm

Height: 25mm
Wire Rope Diameter: 2.4mm
Group: GGTC




Performances*

- M. Ko AS; P

1 | GGTC2.4-23/28/10L 20.0 57.7 it/ 053
2 | GGTC2.4-25/30/10L 16.0 48.0 8 0.44
3 | GGTC2.4-28/33/10L 1.0 37.0 10 0.31
4 | GGTC2.4-33/38/10L 74 14.5 13 0.26
5 | GGTC2.4-36/41/10L 5.0 10.7 15 0.22
6 | GGTC2.4-38/43/10L 48 9.6 18 0.20

) 45° Compression 1

- Mas Kis ASss Pas
8

1 | GGTC2.4-23/28/10L 131 286 1 0.51
2 | GGTC2.4-25/30/10L 10.6 26.0 20 05
3 | GGTC2.4-28/33/10L 78 18.0 21 053
4 | GGTC2.4-33/38/10L 5.2 9.8 22 0.51
5 | GGTC2.4-36/41/10L 37 72 25 052
6 | GGTC2.4-38/43/10L 31 72 34 0.56

AS P«
1 | GGTC2.4-23/28/10L 1.9 532 9 0.47
2 | GGTC2.4-25/30/10L 73 29.0 " 0.51
3 | GGTC2.4-28/33/10L 45 16.0 13 0.56
4 | GGTC2.4-33/38/10L 27 91 14 0.4
5 | GGTC2.4-36/41/10L 20 72 16 03
6 | GGTC2.4-38/43/10L 18 5.4 18 0.31

* Performance characteristics given here are for reference only, please contact us for technical support.




GGTCO3 Series

@ All-metal multidirectional anti-vibration/shock mounts. Model Description
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.
@ Great adaptability/versatility.

@ Customized design can be done.

Materials

Cable: Stainless steel.

Retainer bars: Aluminum alloy (Anodized or Alodine).
Other materials on request.

Tensions are in mm.

Height Width Weight

Model

e (mm) | (mm) | (ko)

GGTC3.2-28/36/10L 28 36 0.09

GGTC3.2-30/38/10L 30 38 0.09

GGTC3.2-33/41/10L 33 4 0.10

GGTC3.2-36/43/10L 36 43 0.12

GGTC3.2-38/46/10L 38 46 0.13

GGTC3.2-41/48/10L 4 48 0.13 Note:
Standard Mounting: NM

GGTC3.2-50/54/10L 50 54 0.16

GGTC3.2-60/68/10L 60 68 0.18

Order Example

GGTC3.2-41/48/10L/MB

—L Mounting Option: MM is default option.
Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 10
Width: 48mm

Height: 41mm
Wire Rope Diameter: 3.2mm
Group: GGTC




Performances*

Compression

Rated Static | Max.Dyn
Load at i D« i
No. Model 10Hz(kg) | (N/mm) | (mm)
M. Ko AS,
1 | GGTC3.2-28/36/10L |  36.0 105 8
2 | GGTC3.2-30/38/10L | 233 77 10 1.1
3 | GGTC3.2-33/41/10L | 174 52 13 1
4 | GGTC3.2-36/43/10L |  14.8 434 17 0.79
5 | GGTC3.2-38/46/10L | 11.4 37.0 17 0.73
6 | GGTC3.2-41/48/10L | 10.6 28.0 18 0.38
7 | GGTC3.2-50/54/10L | 7.8 18.0 25 0.30
8 | GGTC3.2-60/68/10L | 4.1 9.8 30 0.25

Compression

Rated Static | Max.Dyn
> o .

Load at
No. Model 10Hz(kg) | (N/mm) (mm)
Mes Kis ASs
1 | GGTC3.2-28/36/10L 24.8 58 15
2 | GGTC3.2-30/38/10L 16.0 45.3 20 0.58
3 | GGTC3.2-33/41/10L 11.8 28.7 23 0.52
4 | GGTC3.2-36/43/10L 96 25.9 25 0.43
5 | GGTC3.2-38/46/10L 9.4 20.0 27 0.39
6 | GGTC3.2-41/48/10L 6.9 143 34 0.3
7 | GGTC3.2-50/54/10L 45 11.0 40 0.25
8 | GGTC3.2-60/68/10L 25 5.4 45 0.20

Rated Static | Max.Dyn
Load at i Do i
No. Model 10Hz(kg) | (N/mm) | (mm)
My Ke AS.
1 | GGTC3.2-28/36/10L |  14.2 48 9
2 | GGTC3.2-30/38/10L | 8.2 311 14
3 | GGTC3.2-33/41/10L | 59 19.4 16
4 | GGTC3.2-36/43/10L | 4.8 14.4 18
5 | GGTC3.2-38/46/10L | 4.1 11.0 20
6 | GGTC3.2-41/48/10L | 3.1 10.2 21 0.38
7 | GGTC3.2-50/54/10L | 2.1 72 23 0.35
el 8 | GGTC3.2-60/68/10L | 1.0 28 25 0.27

* Performance characteristics given here are for reference only, please contact us for technical support.



GGTCO04 Series

@ All-metal multidirectional anti-vibration/shock mounts.
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.

@ Great adaptability/versatility.

4 Customized design can be done.

Materials

Cable: Stainless steel.

Retainer bars: Aluminum alloy (Anodized or Alodine).
Other materials on request.

o[ e |
GGTCA4.8-34/42/10L 34 42 0.21
GGTCA4.8-38/43/10L 38 43 0.22
GGTCA4.8-41/46/10L 41 46 0.22
GGTCA4.8-45/50/10L 45 50 0.24
GGTCA4.8-50/58/10L 50 58 0.25
GGTCA4.8-57/63/10L 57 63 0.25

Order Example

GGTC4.8-41/46/10L/MB

|| =

Model Description

Tensions are in mm.

297
Holes | 1:Hs | 201 o1i0*| Note:
M Standard Mounting: NM

Mounting Option: MM is default option.

Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 10

Width: 46mm

Height: 41mm

Wire Rope Diameter: 4.8mm

Group: GGTC



Performances*
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* Performance characteristics given here are for reference only, please contact us for technical support.



GGTO5 Series

@ All-metal multidirectional anti-vibration/shock mounts. Model Description
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.
@ Great adaptability/versatility.

@ Customized design can be done.

Materials
Cable: Stainless steel.
Retainer bars: Aluminum alloy (Anodized or Alodine).

Other materials on request. Dimensions are in mm.

Height Width Weight
Model _ _

(mmj ) (mm) | (ka) ounting_Option
GGT6.4-48/56/8L 18 56 036 >
GGT6.4-54/64/8L 54 64 039 .l%
GGT6.4-50/71/8L 59 71 039
GGT6.4-64/80/8L 64 80 042

Mounting |- Bar 1|
GGT6.4-65/89/8L 65 89 0.44 Holes | 246 | 209 | Note:
GGT6.4-67/95/8L 67 % 046 [ 28 | mn Standard Mounting: MM
Bor 2o [ |

GGT6.4-67/100/8L 67 100 048 L
GGT6.4-83/108/8L 83 108 057

Order Example

GGT 6.4-48/56/8L/MB

—l—— Mounting Option: MM is default option.
Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 8
Width: 56mm

Height: 48mm
Wire Rope Diameter: 6.4mm
Group: GGT




Performances*

Compression

Rated Static | Max.Dyn
Load at i D« i
No. Model 10Hz(kg) = (\/mm) | (mm)
M. Ke AS,
1 | GGT6.4-48/56/8L 76 275 15 4
z 2 | GGT6.4-54/64/8L 56 154 20 24
E 3 | GGT6.4-59/71/8L 35 99 25 2
4 | GGT6.4-64/80/8L 30 57 28 16
5 | GGT6.4-65/89/8L 22 66 33 1.6
6 | GGT6.4-67/95/8L 21 55 38 13
7 | GGT6.4-67/100/8L 19 50 38 1.2
° ° W i = ® 8 | GGT6.4-83/108/8L 13 32 50 12
Compression
Rated Static | Max.Dyn
Load at i Dy i
No. Model 10Hz(kg) | (N/mm) (mm)
Mes Kis ASss
1 | GGT6.4-48/56/8L 56 165 34
z 2 | GGT6.4-54/64/8L 34 89 4
g 3 | GGT6.4-59/71/8L 25 66 50 19
4 | GGT6.4-64/80/8L 19 45 53 &
5 | GGT6.4-65/89/8L 14 34 57 1
6 | GGT6.4-67/95/8L 13.7 32 62 1.1
i 7 | GGT6.4-67/100/8L 12.6 27 70 1.6
° ° W st > * 8 | GGTe.4-83/108/8L 9.0 22 75 0.8
B shear
Rated Static | Max.Dyn
Load at i D i
No. Model 10Hz(kg) | (N/mm) (mm)
M Ke AS,
1 | GGT6.4-48/56/8L 27 95 18
Z 2 | GGT6.4-54/64/8L 17 52 23
E 3 | GGT6.4-59/71/8L 12 39 30 1.3
4 | GGT6.4-64/80/8L 85 25 37 1.4
5 | GGT6.4-65/89/8L 76 19 39 1.4
6 | GGT6.4-67/95/8L 54 16 43 1.0
7 | GGT6.4-67/100/8L 48 125 50 1.1
SRR e, ¢ R 8 | GGTe.4-83/108/8L 33 9 53 0.6

* Performance characteristics given here are for reference only, please contact us for technical support.



GGTO6 Series

@ All-metal multidirectional anti-vibration/shock mounts.
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.

@ Great adaptability/versatility.

@ Customized design can be done.

Materials
Cable: Stainless steel.
Retainer bars: Aluminum alloy (Anodized or Alodine).

Other materials on request. Dimensions are in mm.

|

GGT9.5-71/84/8L 4l 84 1.1

GGT9.5-75/90/8L 75 90 1.1

GGT9.5-76/105/8L 76 105 1.1

GGT9.5-83/108/8L 83 108 1.18

GGT9.5-89/110/8L 89 110 1.2

GGT9.5-106/121/8L 105 121 1.3

GGT9.5-110/141/8L 110 141 1.4 ylgﬁﬁ;rd Mounting: MM
GGT9.5-130/150/8L 130 150 1.9

Order Example

GGT9.5-75/90/8L/MB

—l—— Mounting Option: MM is default option.
Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 8
Width: 90mm

Height: 75mm
Wire Rope Diameter: 9.5mm
Group: GGT




Performances*

6000,

5000]

I Compression [

4000f -

2000]

Rated Static | Max.Dyn
Load at i D¢
No. Model 10Hz(kg) = (N/mm) | (mm)
M. Ko AS,
1 | GGT.5-71/84/8L 126 377 25
2 | GGTO.5-75/90/8L 88 254 28
3 | GGTY.5-76/105/8L 7 181 33 4.4
4 | GGT9.5-83/108/8L 58 152 38 39
5 | GGT9.5-80/110/8L 49 142 46 38
6 | GGT9.5-105/121/8L 44 110 50 24
7 | GGT9.5-110/141/8L 35 74 62 2.3
. 8 | GGT.5-130/150/8L 28 56 81 2.0
Rated Static | Max.Dyn
Load at i D¢ if
No. Model 10Hz(kg) | (N/mm) (mm)
Mis Kis ASss
1 | GGTO.5-71/84/8L 80 235 34
2 | GGTO.5-75/90/8L 60 160 46
3 | GGTY.5-76/105/8L 49 123 53 o
4 | GGT9.5-83/108/8L 42 104 64 28
5 | GGT9.5-89/110/8L 32 76 80 25
6 | GGT9.5-105/121/8L 27 55 91 2.1
7 | GGT9.5-110/141/8L 26 48 98 1.8
8 | GGTY.5-130/150/8L 20 38 105 17
B shear
Rated Static | Max.Dyn
Load at i Do i
No. Model 10Hz(kg) | (N/mm) (mm)
M, Ke AS
1 | GGTO.5-71/84/8L 43 145 23
2 | GGTO.5-75/90/8L 34 110 25
3 | GGTY.5-76/105/8L 26 76 34 26
4 | GGTO.5-83/108/8L 17 50 37 24
5 | GGT9.5-89/110/8L 14 42 39 2
6 | GGT9.5-105/121/8L 10 32 46 2.3
7 | GGT9.5-110/141/8L 1 28 52 15
L 2 B L e T E® = 8 | GGT9.5-130/150/8L 9 26 60 13

* Performance characteristics given here are for reference only, please contact us for technical support.

Deflection(mm)




GGTO7 Series

@ All-metal multidirectional anti-vibration/shock mounts.
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.

@ Great adaptability/versatility.

@ Customized design can be done.

Materials

Cable: Stainless steel.

Retainer bars: Aluminum alloy (Anodized or Alodine).
Other materials on request.

|
GGT12.7-90/105/8L 90 105 1.8
GGT12.7-95/121/8L 95 121 1.8
GGT12.7-108/133/8L 108 133 22
GGT12.7-124/144/8L 124 144 25
GGT12.7-137/156/8L 137 156 26
GGT12.7-145/165/8L 145 165 27

Order Example

GGT12.7-108/133/8 L/ MB

=

Dimensions are in mm.

Mounting |——
Holes | wate | 4599 | 880 ot
Standard Mounting: MM

Mounting Option: MM is default option.

Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 8

Width: 133mm

Height: 108mm

Wire Rope Diameter: 12.7mm

Group: GGT



Performances*

Compression

1 : —

1 T

| !

) i

j Y AT
S I B e el GGT12.7-90/105/8L
! o 1| 2 | aeTi27-05/121/8L | 139 367 43 80
: 3 |GGT12.7-108/133/8L| 79 224 58 6.8
=== 4 | GGT12.7-124/144/8L) 80 181 7 53
[ 5 | GGT12.7-137/156/8L| 66 144 90 48
O 5 0 15 20 25 30 35 40 45 50 6 |GGT12.7-145/165/8L| 58 124 95 40
Defiecton(mm)

ASss Pas

GGT12.7-90/105/8L 62 5.7

2 | GGT12.7-95/121/8L 96 24 73 45

3 | GGT12.7-108/133/8L 55 148 80 4

4 | GGT12.7-124/144/8L 56 115 91 a3

5 | GGT12.7-137/156/8L 46 90 103 53

RO .o N 6 | GGT12.7-145/165/8L 43 83 115 38
My Ks AS P«

1 | GGT12.7-90/105/8L 64 200 25 4.0

2 | GGT12.7-95/121/8L 45 140 34 38

3 | GGT12.7-108/133/8L 27 82 41 1.8

4 | GGT12.7-124/144/8L 23 58 53 28

5 | GGT12.7-137/156/8L 17 48 59 2.3

‘5mni]n(mm)25 6 | GGT12.7-145/165/8L 15 45 65 1.8

* Performance characteristics given here are for reference only, please contact us for technical support.



GGTO8 Series

@ All-metal multidirectional anti-vibration/shock mounts. Model Description
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.
@ Great adaptability/versatility.

4 Customized design can be done.

Materials
Cable: Stainless steel.
Retainer bars: Aluminum alloy (Anodized or Alodine).

Other materials on request. Dimensions are in mm.

Height Width Weight
Model (mm) | (mm) | (ko) Wourting Options
GGT16.0-90/103/8L | 90 103 28 :
GGT16.0-99/112/8L | 99 112 31
GGT16.0-109/136/8L| 109 135 35
GGT16.0-119/152/8L| 119 152 42
GGT16.0-127/165/8L| 127 165 43
GGT16.0-135/180/8L| 135 180 46 Mounting Ta—
GGT16.0-177/194/8L| 177 194 5.4 Holes 92190°| Note:
L] Slandard Meunting: MM
M3 | 88
M| B «

Order Example

GGT 16.0-109/135/8 L/ MB

—l—— Mounting Option: MM is default option.
Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 8
Width: 135mm

Height: 109mm
Wire Rope Diameter: 16mm
Group: GGT




Performances*

Rated Static | Max.Dyn
Load at i D
No. Model 10Hz(kg) | (N/mm) (mm)
M. K AS,
1 | GGT16.0-90/103/8L 582 1645 30 27
% 2 | GGT16.0-99/112/8L ar3 1070 35 19
S
3 | GGT16.0-109/135/8L| 352 826 46 13
4 | GGT16.0-119/162/8L| 210 500 56 11
5 | GGT16.0-127/165/8L 199 420 63 13
6 | GGT16.0-135/180/8L 174 340 56 14
7 | GGT16.0-177/194/8L 137 250 85 12
18000
Rated Static | Max.Dyn
16000f Load at i D«
No. Model 10Hz(kg) (\/mm) | (mm)
14000}
Mas Kis ASi
12000
1 | GGT16.0-90/103/8L 387 1000 4 13
< 10000}
% 2 | GGT16.0-99/112/8L 245 690 53 11
S soog
3 | GGT16.0-109/135/8L| 203 495 65 7.6
6000
4 | GGT16.0-119/152/8L 135 340 73 56
4000
5 | GGT16.0-127/165/8L 149 280 82 76
= 6 | GGT16.0-135/180/8L 130 243 85 6.8
g 1 5 j2m 28t @0, 3B 4n 4o BD: 7 | GGT16.0-177/194/8L 91 168 95 57
Defiection(mm)
12000 - D@y r
! Rated Static | Max.Dyn
i Load at i D i
10000 | . No. Model 10Hz(kg) (N\/mm) | (mm)
i My Ke AS,
8000 |
3y 1 | GGT16.0-90/103/8L 205 720 27 18
£
g 8000} —— - -~ —f - U8 @ 2 | GGT16.0-99/112/8L 150 465 32 13
- 3 | GGT16.0-109/135/8L 70 225 4 81
4000 B ®
® 4 | GGT16.0-119/152/8L 65 180 50 i
2000 . 5 | GGT16.0-127/165/8L 60 165 57 83
- i 6 | GGT16.0-135/180/8L 55 160 65 6.5
o 10 1% 20 25 30 3 40 7 | GGT16.0-177/194/8L 30 20 70 5.4

Deflection(mm)

* Performance characteristics given here are for reference only, please contact us for technical support.




GGTO9 Series

@ All-metal multidirectional anti-vibration/shock mounts.
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.

@ Great adaptability/versatility.

@ Customized design can be done.

Model Description

Materials
Cable: Stainless steel.
Retainer bars: Aluminum alloy (Anodized or Alodine).

Other materials on request. Dimensions are in mm.

Modsl 1::%? ‘ar'l'(”'t';' v%;)m Mounting_Options
GGT22.0-133/140/8L 133 140 8 2
GGT22.0-152/165/8L 162 165 9 (“:@
GGT22.0-159/178/8L 169 178 10 ==
GGT22.0-191/210/8L 191 210 "

GGT22.0-216/235/8L 216 235 13

Note:
Standard Maunting: MM

Order Example

GGT 22.0-159/178/8L/MB

—l—— Mounting Option: MM is default option.
Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 8
Width: 178mm

Height: 159mm
Wire Rope Diameter: 22.0mm
Group: GGT
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GGT10 Series

@ All-metal multidirectional anti-vibration/shock mounts.

@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.

@ Great adaptability/versatility.

@ Customized design can be done.

Materials

Cable: Stainless steel.

Retainer bars: Aluminum alloy (Anodized or Alodine).
Other materials on request.

Height Width Weight
Modal (mm) | (mm) | (ko)
GGT28.5-178/216/8L 178 216 19
GGT28.5-216/241/8L 216 241 21
GGT28.5-235/260/8L 235 260 25

Order Example

GGT 285-178/216/8L/MB

| [E=

Model Description

Dimensions are in mm.

4ol
4| No

te:
OMI5 | Standord Mounting: MM
E wons| ¥ | 88
1x81S
enuow] M| B | @

Mounting Option: MM is default option.

Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 8

Width: 216mm

Height: 178mm

Wire Rope Diameter: 28.5mm

Group: GGT



48
57
65

1764
1240
1076
1365
880
560
K«
784
522
420

o 5 3 3 = 3 = 2 R 3

© ¥ < w0 g 5 o -~ e
s E s 8 E 8 ) S s H
@ = S @ = S @ = S 8
& 3 & & 3 & & 3 & 5

383 2183 283
= & & = & & = & & g
& & & S & & & & & & 3
= = = = = il
5 15} 15} 15} .m 15} 15} 15} 15} 15} 15} ko]
9 5] 5] 5] a o 5] o o o o 2
7] o - 1
% o~ @ yDl. o~ @ a o~ @ B
o - = 5 - g
=3 £ = (=
£ Q @ 8

5 o
8 i
< T
A 1 i 8 8 =
o ] £
R " VIO S N A S 9 : 2

T ® ” .
e N T g m
N ] 5
NN O * g
L T 1 . 8z o
PN £ | £ g 2
e e e [ [ . O dmmeee EX] 2f 5
N NN ] , | g I s
() A N NE ” ; & g8 3
[} NN IS . — 9 2
O M et F NN =2 ! ] b e 8
c N\ i i 3
© N i - \ | <!
£ NN T = s e ° 05
= B Ll NN e " \ . 8
° -1 ; i ) 5
P | 5
5 e s = #
o (Npeot (NpeoT u




GGT11 Series

@ All-metal multidirectional anti-vibration/shock mounts.
@ Excellent reliability and long lifespan.

@ High damping.

@ Corrosion resistant.

4 Wide temperature range: -180°C~+300°C.

@ Great adaptability/versatility.

@ Customized design can be done.

Model Description

Materials
Cable: Stainless steel.
Retainer bars: Aluminum alloy (Anodized or Alodine).

Other materials on request. Dimensions are in mm.

e Height | Width | Weight Wounting Dplions
(mm) (mm) (kg) N N
GGT31.8-178/210/8L| 178 210 22 (‘m
GGT31.8-216/248/8L| 216 248 25 :
GGT31.8-235/270/8L| 235 270 27

Nounting | Bor 1 |
Holes sl Tl
bt Note:
OMIE | Standord Mounting: MM
E wons| ¥ | 88
e M| | @

Order Example

GGT 31.8-178/210/8L/MB

—l—— Mounting Option: MM is default option.
Retainer Bars Material: Aluminum Alloy (Stainless Steel is available).
Number of Cable Loops: 8
Width: 210mm

Height: 178mm
Wire Rope Diameter: 31.8mm
Group: GGT




Performances*

Compression
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GGT31.8-178/210/8L

1

2 | GGT31.8-216/248/8L

3 | GGT31.8-235/270/8L
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ASc
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3 | GGT31.8-235/270/8L
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* Performance characteristics given here are for reference only, please contact us for technical support.



